
 

 

     

Technical Data Sheet 
 

 
Material description: LDPE Regranule CAT.I translucent  

 
 

General Data: 
Form pellets 

 

Colour translucent 

Filter mesh size 100 µm 

EC number 200-815-3 

Cas number 74-85-1 

 

 
 
Composition: 

 Value Unit Test Standard 

LDPE 80 % SR EN ISO 11357-1 

LLDPE 20 % SR EN ISO 11357-1 

 
 

 
Physical 
Properties: 

 Value Unit Test standard 

Ash content (625°C) < 1 % SR EN ISO 3451-1 

MFR (190°C/2,16 kg) 0.8 – 1.3 g/10 min SR EN ISO 1133 

Density <0.94 g/cm3 SR EN ISO 1183-1 

 

 

 
Mechanical 
Properties: 

 Value Unit Test Standard 

Tensile strength >18 MPa SR EN ISO 527-1/2 

Tensile modulus >500 MPa SR EN ISO 527-1/2 



 

 

 

 

 
Application: film blowing (≥15µm), Injection molding, extrusion 
 
 
 
Disclaimer 
S.C. PLASTIC RECYCLING EXPORT SRL. gives no guarantees, or warranties of any kind with respect to the 
information contained in this document or results obtained or obtainable using the information. The Information  
 
 
 
has been determined using laboratory-scale equipment which may not provide a reliable indication of 
performance or properties obtained on larger-scale equipment. Processing conditions can cause material 
properties to shift from the values stated in the information. S.C. PLASTIC RECYCLING EXPORT SRL. gives no 
warranties or guarantees respecting suitability for your process or end-use application. You have the 
responsibility to conduct goods inward inspections to determine suitability for your application. 


